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ABSTRACT

The global Internet routing table has been growing at an alarming rate in the past decade due to the
increasing number of networks connected to the Internet, multi-homing and various Traffic Engineering
(TE) practices. This problem has raised serious concerns for many Internet Service Providers (ISPs), as
commercial routers need to use expensive fast-speed memory chips to hold their routing tables. FIB
(Forwarding Information Base) aggregation combines multiple entries in the forwarding table without
changing the next hops for data forwarding. This approach is particularly appealing because it can be
done by a software upgrade at a router and its impact is limited within the router. It does not require
changes to routing protocols or router hardware, nor does it affect multi-homing, traffic engineering
practices, or other network-wide operations. It is a local solution that can be quickly implemented and
deployed in the short-term. In the long run, it can co-exist and complement other architectural solutions.

In this book chapter, we first present Optimal Routing Table Constructor (ORTC), an optimal one-time
FIB aggregation algorithm that preserves strong forwarding correctness. We then present our four-level
FIB aggregation algorithm that can handle dynamic routing updates while maintaining forwarding
correctness. Afterwards, we evaluate our algorithms using routing tables from RouteViews, and compare
our algorithms with ORTC using routing tables from a Tier-1 ISP. We found that ORTC’s aggregation
ratio is better than the Level-1, Level-2 and Level-3 algorithms, but our Level-4 algorithms have better
aggregation ratio than ORTC as they relax the requirement of forwarding correctness. Finally, we
evaluate the potential impact of introducing extra routable space in our Level-4 algorithm and discuss
how to limit such negative impact.

INTRODUCTION

Despite growth constraints such as strict address allocation policies (Meyer, Zhang, & Fall, 2007), the
routing tables in the default free zone (DFZ) have been growing at an alarming rate in recent years.
Currently, a DFZ router stores hundreds of thousands of routes or even a million in tier-1 ISPs. This is in
part due to the sheer growth of the Internet, and in part due to the lack of aggregation. When a customer
network multi-homes to multiple network providers to ensure resilient Internet connectivity, the
customer’s address prefix(es) must be visible in the global routing table in order to be reachable through
any of its network providers, thus breaking down provider-based aggregation (Bu, Gao, & Towsley,



2004). Traffic engineering is another contributing factor. For example, a network may try to influence the
paths of specific incoming traffic flows by splitting its prefix into several longer ones and injecting them
at different network attachment points. Splitting prefixes is also used as a defense mechanism against IP
prefix hijacking.

Growing number of globally advertised address prefixes leads to increasing FIB tables, RIB tables, and
routing churns. Among these problems, ISPs and vendors are more concerned about the FIB size than
RIB size, because it is more difficult to scale up the memory in line cards than in route processors (Fuller,
20006). FIB size can be reduced by FIB aggregation, a purely local solution that can be quickly
implemented and deployed in the ISPs. FIB aggregation combines multiple entries in the routing table to
one entry in the forwarding table without changing the next hop for data traffic. A simple example of FIB
aggregation is the following: if all the longer prefixes, say under 1.0.0.0/8, share the same next hop with
the covering prefix 1.0.0.0/8, then only 1.0.0.0/8 needs to be installed in the FIB and all the longer
prefixes under 1.0.0.0/8 can be removed from the FIB.

The effectiveness of FIB aggregation depends on how prefixes are distributed over next-hop routers.
Generally speaking, the fewer neighbors a router has, the better aggregation it may achieve. In the
extreme case that all prefixes share the same single next-hop, aggregation is maximized. According to Li
(Li, Alderson, Willinger, & Doyle, 2004), although some routers have high degrees up to a couple of
hundreds, most connections are with their end-customers, which represent only a small percentage of the
address space. The routers still use a small number of transit networks to reach most prefixes.

Besides sharing the same next-hop, prefixes also need to be numerically aggregatable. This is possible
due to two factors. First, in IP address allocation, large blocks of Internet addresses are first allocated to
Regional Internet Registries (RIRs) and then they further allocate the addresses to networks within the
same region. Thus prefixes announced out of the same regions tend to be numerically aggregatable.
Second, for prefixes split for traffic engineering or other purposes, a router near the origin network is
likely to take different next-hops, but a router further away from the origin network is more likely to have
the same next-hop towards these numerically aggregatable prefixes.

Therefore, although FIB aggregation is opportunistic and the aggregation degree varies from router to
router, there are inherent properties of the Internet that can make FIB aggregation effective. If FIB
aggregation is indeed effective in reducing table size, its most appealing feature is that the impact is
limited within a router’s data plane. It does not change any routing protocols, or any router’s routing
decisions. Data traffic still flows on the same router paths. Therefore, it can co-exist with almost any new
routing protocols, including those architectural solutions to the routing scalability problem in the long
run.

This chapter conducts a systematic analysis and evaluation of FIB aggregation to understand its gains and
costs. We recognize that there can be different levels of aggregation, each representing different tradeoffs
between table size reduction and computation complexity. We design and implement five algorithms
(Level-1, 2, 3, 4A, and 4B) at different aggregation levels, and evaluate them using publicly available
routing tables from tens of networks. The results show that the lowest-level aggregation can reduce table
size by 30%-50%, making the table the same size as that two and half years ago, while the highest-level
aggregation can reduce the table size by 70%, making the table the same size as that eight years ago. The
computation time of one aggregation run ranges from tens of milliseconds to a few hundred milliseconds
on a commodity Linux machine. Although these numbers may not reflect the computation time on a
router, they reflect the relative speed of different levels of aggregation. To handle routing changes, we
design and implement algorithms to incrementally update the aggregated FIB upon a change. The full
aggregation algorithm is only invoked when the router Central Processing Unit (CPU) load is low or the
FIB size becomes above a threshold, thus its computation time is amortized over time. Our evaluation



using one month (Dec. 2008) of BGP routing updates shows that compared with unaggregated FIB, the
computation overhead of maintaining aggregated FIB over time is small.

In addition to our own algorithms, we present ORTC (Draves, King, Venkatachar, & Zill, 1999), an
optimal one-time FIB aggregation algorithm that preserves strong forwarding correctness. Using routing
tables from a tier-1 ISP, we found that ORTC’s aggregation ratio is better than the Level-1, Level-2 and
Level-3 algorithms, but our Level-4 algorithms have better aggregation ratio than ORTC as they relax the
requirement of forwarding correctness. Finally, we evaluate the potential impact of introducing extra
routable space in our Level-4 algorithm and discuss how to limit such negative impact.

BACKGROUND

There are two types of tables used by routers: Routing Information Base (RIB) for routing and
Forwarding Information Base (FIB) for forwarding. RIB is stored in the main memory of a route
processor. The route processor receives and processes routing update messages and runs routing
protocols, e.g., OSPF (Moy, 1998) and BGP (Rekhter, Li, & Hares, 2006), to compute the RIB. Each RIB
entry contains the destination IP prefix and associated route information. For example, BGP maintains the
full AS path and many other attributes for each prefix in the RIB. The FIB is derived from the RIB and
router configurations. It is stored in line cards, whose job is to forward data packets. Therefore, the FIB
usually uses high performance memory, which is more expensive and more difficult to scale. For each
destination IP prefix, the FIB has an entry to store the next-hop IP, next-hop MAC address and outgoing
interface for fast data forwarding. Figure 1 illustrates these different components in a router.

Figure 1. RIB and FIB

The conventional way of reducing routing table size is to aggregate the RIB, which will also reduce the
FIB size. However, RIB aggregation has very limited adoption in the Internet. At a prefix’s origin
network, there is little incentive to aggregate the prefix, because the gain of aggregating a small number
of self-originated prefixes does not make much difference to the table size. At the same time, the origin
network actually has incentives, such as multi-homing and traffic engineering, to split the prefix. At a
remote site, aggregation opportunity is limited since two prefixes must have the same path attributes in
order to be aggregated in RIB. Otherwise their path information will be lost and protocol functions may
be affected. Forcing aggregation of prefixes that have different paths would also defeat multi-homing and
traffic engineering intended by the prefix origin networks.

The introduction of CIDR (Fuller, Li, Yu, & Varadhan, 1993) enabled better aggregation of IP prefixes
and slowed down the growth of routing table size considerably for a period of time. However, the
increasingly pervasive practice of multi-homing and traffic engineering has again led to the routing
scalability problem. In response to this problem, the IRTF Routing Research Group (RRG) (IRTF
Routing Research Group, n.d.) was formed in search for a long-term solution. Many proposals are being
discussed on the RRG mailing list and at RRG meetings (Li, 2009). In previous work (Jen et al., 2008b),
we classified the proposed solutions into two categories, separation and elimination. One of the separation
approaches is Map&Encap (Deering, 1996; Hinden, 1996). Several proposed schemes, e.g., LISP
(Farinacci, Fuller, Meyer, & Lewis, 2012), APT (Jen et al., 2008a), Ivip (Whittle, 2010), TRRP (Herrin,
n.d.), are realizations of the Map&Encap concept. These long-term solutions aim to reduce the routing
table size, which inevitably involves changes to the routing architecture and protocols. However, these
changes generally take a long time to become a reality. Moreover, they usually change the traffic paths,
and may incur extra packet processing overhead.



One proposed approach to reducing FIB size is Virtual Aggregation (VA) (Francis et al., 2009; Ballani,
Francis, Tuan, & Wang, 2009). VA designates a small set of routers Aggregated Prefix Routers (APRs) to
announce virtual prefixes, so that other routers do not need to install more specific prefixes under those
virtual prefixes in their FIB — they simply forward packets to the APRs responsible for the corresponding
virtual prefixes. It can be independently deployed by one ISP, and does not require changes to the routing
architecture or protocols. It also allows operators to control FIB size more explicitly by APR
configuration. However, VA requires changes to network-wide router configurations and specialized
routers to announce virtual prefixes. Moreover, it could introduce extra delays (stretch) in packet delivery.
VA allows operators to control FIB size more explicitly by APR configuration.

Simple Virtual Aggregation (S-VA) (Raszuk, Heitz, Lo, Zhang, & Xu, 2012) allows some edge routers
not to store some routes in the FIB and does not have the extra stretch issue. For example, if an operator
inserts a 12.0.0.0/8 virtual prefix into the forwarding table with next-hop 2, then any prefix that is covered
by this prefix and shares the same next-hop 2 will not be installed in the forwarding table. Otherwise, if
the descendant prefix has a different next-hop, then the prefix and all the subtree prefixes will remain in
the forwarding table. Our evaluation results in this chapter show that S-VA cannot reduce FIB size as
much as the FIB aggregation schemes we have proposed.

Similar to S-VA, FIB aggregation is a purely local solution (Richardson, 1996; Draves et al., 1999; Cain,
2002; Zhao, Liu, Wang, & Zhang, 2010). It combines multiple entries in the forwarding table without
changing the next hops for data forwarding. This approach is particularly appealing because it can be
done by a software upgrade at a router and its impact is limited within the router. It does not require
changes to routing protocols or router hardware, nor does it affect multi-homing, traffic engineering, or
other network-wide operations.

FIB aggregation may be more effective than RIB aggregation since it only requires prefixes to have the
same next-hop in order to be aggregated. For example, considering that a Los Angeles router connects to
a Tokyo router, which in turn connects to a Beijing router and a Shanghai router. The Los Angeles router
may reach prefixes announced by China Telecom via different paths, some via Beijing and some via
Shanghai. However, in its FIB, most these prefixes take the Tokyo router as the next-hop, making them
aggregatable.

It is important to note that FIB aggregation is not a replacement for the long-term architectural solutions
because it does not address the root causes of the routing scalability problem. Instead, FIB aggregation is
a local solution that can be quickly implemented and deployed in the short-term, and in the long run, it
can co-exist and complement architectural solutions.

FIB AGGREGATION
Issues and Problems

The idea of FIB aggregation is rather intuitive, but to our best knowledge, no study has systematically
evaluated its potential benefits and costs. FIB aggregation is an opportunistic technique — its effectiveness
depends on what prefixes are present in the table, how many of them can be numerically represented by a
single prefix, and how many of them share the same next-hop. The benefits of FIB aggregation come with
certain costs, such as extra CPU cycles. The costs also depend on the actual aggregation algorithms, and
how routing changes are handled to update the aggregated forwarding table. A thorough understanding of
FIB aggregation is needed in order to decide whether it is a viable solution.



Most importantly, FIB aggregation should ensure packet delivery and not change the paths that packets
take, which we call forwarding correctness. We define two types of forwarding correctness as follows.

1. Strong Forwarding Correctness: The longest-prefix lookup of any destination address that
appears in the original FIB should return the same next-hop before and after the aggregation.
Moreover, any destination address that does not appear in the original FIB should not appear in
the aggregated FIB.

2. Weak Forwarding Correctness: For destination addresses that appear in the original FIB, the
longest-prefix lookup should return the same next-hop after the aggregation. Weak forwarding
correctness allows previously non-routable addresses to become routable.

As we will show in the next section, ORTC, Level-1 and Level-2 algorithms satisfy strong forwarding
correctness, while Level-3 and Level-4 algorithms satisfy weak forwarding correctness. The difference
between weak and strong forwarding correctness is that the former introduces new prefixes that cover
previously non-routable space, therefore some previously non-routable traffic will be forwarded. This
does not violate the correctness requirement since all previously routable traffic is still routable and will
follow the same path. On the other hand, allowing extra routable space improves aggregation. For
example, ORTC aggregates FIB to the furthest extent under strong forwarding correctness, but Level-4
aggregation can aggregate the FIB more than ORTC. In the next section, we will evaluate the positive and
negative impact of allowing extra routable space in FIB aggregation.

Solutions and Recommendations

I. Solutions
In this section, we present ORTC and our Level-1 — Level-4 algorithms.
A. ORTC

Draves et al. proposed the Optimal Routing Table Constructor (ORTC) algorithm (1999). It traverses the
routing table tree structure three times to produce the aggregated FIB. The first pass is a depth-first
traversal in pre-order to normalize the tree, so that all the nodes have zero or two children. The expanded
nodes have the same next hops as their nearest ancestors that are real nodes. The second pass is a depth-
first traversal in post-order to merge next hops, in which two children merge their next-hop sets to form
their parent’s next-hop set. If the two children have one or more common next hops, the merging uses an
intersection operation; otherwise, it uses a union operation. The third pass is a depth-first traversal in pre-
order to select each node’s next hop and form the aggregated FIB. More specifically, the root can have a
next hop randomly selected from its next-hop. From then on, if a node’s selected next hop /4 appears in its
child’s next-hop set, then the child should have # as its selected next hop, and the child will not be loaded
into the FIB. Otherwise, the child will have a next hop randomly selected from its next-hop set, and the
child will be loaded into the FIB.

Note that, unlike our Level-1 to Level-4 algorithms, the ORTC algorithm does not include any
incremental update mechanism, i.e., whenever there is any changes to the FIB, the aggregated FIB table
needs to be recreated from scratch. Therefore, it is infeasible to deploy ORTC in a real network.
However, we will still evaluate its aggregation ratio for one-time aggregation, as a way to gauge how well
our algorithms perform in terms of aggregation ratio.



B. Level-1 to Level-4 FIB Aggregation

We designed and implemented four algorithms at different FIB aggregation levels. Level-1 aggregation
removes prefix p if it shares the same next-hop with its immediate covering prefix p’, which is the longest
prefix that is less specific than the prefix p. Level-2 aggregation combines sibling prefixes that share the
same next-hop into a parent prefix if the parent prefix is nonexistent in the routing table. Sibling prefixes
are of the same length, numerically consecutive and numerically aggregatable. Level-3 aggregation
combines a set of non-sibling prefixes that share the same next-hop into a super prefix if the super prefix
is nonexistent in the routing table. Level-3 aggregation introduces non-routable space between the non-
sibling prefixes. Level-4 aggregation combines a set of non-sibling prefixes with the same next hops into
a super prefix even if other prefixes in-between exist with different next-hops. Level-4 aggregation may
also introduce extra non-routable space underneath the super-prefix.

a) Level-1 Aggregation: this technique is illustrated in Figure 2(a). The simplest form of aggregation is to
remove prefixes that share the same next-hop with their immediate ancestor prefixes, in which case we
say that the “covered prefix” has the same next-hop as the “covering prefix” and can be removed from
FIB. Addresses that previously match the covered prefix now will match the covering prefix and still get
the same next-hop. Previously non-routable packets, whose table lookup ends up with NULL next-hop,
will still be non- routable. This aggregation does not introduce any new prefix nor extra routable space
into the table.

The algorithm implementing this technique simply traverses the tree recursively from the root node in
post-order. When it arrives at a node with a prefix, it compares this prefix’s next-hop with its immediate
ancestor prefix’s next-hop. If they have the same next-hop, it labels the current node NON-FIB, otherwise
labels it IN-FIB. The immediate ancestor prefix’s next-hop is updated and remembered during the tree
traversal. Eventually every prefix node is labeled as either NON-FIB or IN-FIB, and all IN-FIB prefixes
comprise the aggregated FIB. The aggregation is done recursively throughout the entire table. The
computation time is O(n), where n is the total number of nodes in the tree.

b) Level-2 Aggregation: this technique is illustrated in Figure 2(b). In addition to performing Level-1
aggregation, Level-2 combines sibling prefixes that share the same next-hop into a parent prefix. If the
parent node already has a prefix with a different next-hop, then the aggregation cannot be done. Or if the
parent node already has a prefix with the same next-hop, then it is part of Level-1 aggregation. Therefore,
Level-2 is done when the parent node has no prefix. The net result is to introduce a new prefix to cover
two sibling prefixes, but there is no extra routable space introduced, i.e., the aggregated FIB covers the
exact address space as the unaggregated FIB.

The algorithm implementing Level-2 aggregation traverses the tree recursively from the root node in post-
order. Besides doing Level-1 aggregation, when it arrives at a node without a prefix, it compares this
node’s two children. If both children have prefixes and use the same next-hop, then both children are
labeled NON-FIB, and this current node is assigned the parent prefix and labeled IN-FIB. The
aggregation is done recursively throughout the entire table. The computation time is O(n), where n is the
total number of nodes in the tree.

c) Level-3 Aggregation: this technique is illustrated in Figure 2(c). In addition to performing the Level-1
and 2 aggregations, Level-3 aggregates a set of non-sibling prefixes that have the same next-hop into a
super prefix. Between these non-sibling prefixes, non-routable space is allowed. For example, in Figure
2(c), at the bottom level of the tree, there are two nodes with address prefixes (real nodes) sharing the
same next hop. However, these two nodes are separated in the tree by two nodes without address prefixes.
The prefixes of the two real nodes can be aggregated into a grandparent prefix. A side effect is that this
newly inserted prefix covers previously non-routable space, therefore some previously non-routable



traffic (which would have been dropped by this router) will be forwarded along the next-hop of the
aggregate prefix. All previously routable traffic is still routed along the same path as before. This
behavior satisfies weak forwarding correctness but not strong forwarding correctness.

Level-3 aggregation must be implemented with care to ensure its forwarding correctness. For example, in
Figure 2(c), two grandchildren prefixes are aggregated into one grandparent prefix. This would be
incorrect if there is already a great-grandparent prefix (not shown in the figure) covering the subtree with
a different next-hop B, because that means the two middle nodes at the bottom level are not non-routable
space and their next-hops would change from B to A after the aggregation. In order to handle this case
without introducing much computation overhead, we decide that in our implementation we only apply
this type of aggregation to prefixes that do not have any existing ancestor prefixes. In a typical DFZ
routing table, about half of all the prefixes have no ancestors and the other half have ancestors, as we
verified in our BGP data set from 36 RouteViews’ peers. The prefixes that have ancestors can be
aggregated by Level-1 and Level-2, therefore our choice does not lose too much aggregation capability.

The algorithm implementing Level-3 aggregation traverses the tree recursively in postorder. Besides
doing Level-1 and Level-2 aggregation for all nodes, when it arrives at a prefix that does not have any
ancestor, it checks whether this prefix has a sibling node that does not have a prefix. If yes, it returns a
pointer of this prefix node to its parent node, which will further pass this pointer up along the tree. When
an upper level node has two such pointers, one from a left descendant and another from a right
descendant, and these two descendants have the same next-hop, then a new prefix is created at this upper
level node and labeled IN-FIB, while the two descendant nodes are labeled NON-FIB. If the two
descendants have different next- hops, then aggregation cannot be done and they remain IN-FIB. The
computation complexity is O(n), where n is the number of nodes in the tree.

d) Level-4 Aggregation: this technique is illustrated in Figure 2(d). In addition to performing Level-1, 2
and 3 aggregations, Level-4 aggregates a set of non-sibling prefixes with the same next-hop. The
difference from Level-3 aggregation is that, in Level-4, between the non-sibling aggregated prefixes,
other prefixes with different next-hops are allowed, while Level-3 only allows non-routable space. For
example, in Figure 2(d), a node with next-hop B is allowed to be between the prefixes being aggregated,
punching a “hole” in the aggregate prefix. This type of aggregation maintains forwarding correctness and
may also introduce extra routable space as Level-3 does. For the same reason as in Level-3, our algorithm
only applies this type of aggregation to prefixes that do not have ancestor prefixes.

The seemingly trivial difference between Level-4 and Level-3 actually has significant implication to
algorithm design. It allows the maximum flexibility for aggregation. However, taking full advantage of it
may also require significant computation time. For example, given a set of non-sibling prefixes with
different next-hops, which super-prefix should be inserted? Which next-hop should the super-prefix take?
Finally, how should the decision be made without too much computational complexity? In this paper, we
present and evaluate two different Level-4 algorithms described as follows.

The Level-4A algorithm traverses the tree recursively once in post-order. Besides doing Level-1, 2 and 3
aggregations, when it arrives at a prefix that does not have any ancestor, it returns a pointer of this prefix
node to its parent, which will further pass this pointer up along the tree. An upper level node will receive
two lists of its descendants, one from its left child and the other from its right child. This node combines
the two lists to get all its descendants and their next-hops, picks the most popular next-hop as its own
next-hop and inserts a prefix at this node. All the descendants that use the most popular next-hop will be
labeled NON-FIB, and other descendants are labeled IN-FIB. If multiple next-hops tie for the most
popular, then one of them is randomly selected. The computation time is O(n), where n is the number of
nodes in the tree.



The Level-4B algorithm is based on Herrin’s proposal (2008). It traverses the tree twice. The first step
traverses the tree recursively in post-order, which is like sweeping all tree nodes from bottom up. During
this process, the algorithm calculates the most popular next-hop among all descendant prefixes of a node
and records this next-hop with the node unless this node already has a prefix with a different next-hop.
The second step traverses the tree recursively in preorder, which is like going through all tree nodes from
top down. During this process, the algorithm tries to insert new prefixes with the most popular next-hop
from all descendants (not just immediate descendants as in Level-4A), as calculated in the previous
postorder tree traversal, and label descendant prefixes NON-FIB or IN-FIB accordingly. When there are
multiple equally popular next-hops, we randomly select one. Under certain conditions a newly inserted
prefix at a higher level of the tree may be redundant and will be removed. The computation time is O(n),
where n is the number of nodes in the tree. It tries to do a more thorough aggregation than Level-4A, but
will take longer time since it traverses the tree twice.

Figure 2: Different Levels of FIB Aggregation. The binary tree represents part of the IP address space.
Nodes labeled with letters are prefixes in the routing table, and the letter represents the next-hop for the
prefix. Nodes without labels do not have their corresponding prefixes in the routing table. Filled nodes
are extra routable space introduced by the aggregation.

C. Incremental Update Algorithms

Internet routes change over time, thus the obvious question is how to update the aggregated FIB when
there is a change. Re-run the full FIB aggregation will maintain the best aggregation all the time, but it
will also incur significant computation overhead. We use the combination of three mechanisms to make
sure that the computation cost of updating aggregated FIBs is under the control of operators. First,
operators can choose the level of full FIB aggregation that suits their routers the best. Routers with faster
CPU and fewer routing updates can use higher level FIB aggregation, otherwise they can use lower level
FIB aggregation. Second, we design an algorithm that updates the aggregated FIB incrementally. The
algorithm tries to minimize the number of tree nodes that have to be accessed and changed to maintain
forwarding correctness after the routing change. It does not attempt to keep table size small. Third, the
full FIB aggregation is only invoked when needed, e.g., the table size has crossed a threshold after being
incrementally updated for a while, or when the router has free CPU cycles to spare, i.e., the router load is
under a threshold.

Processing a routing update includes two steps: updating the RIB and updating the FIB. The second step
is straight-forward as we just need to apply RIB changes to FIB. Thus we will focus on describing how
the RIB is incrementally updated. In general, when a prefix gets a new nexthop, its nearest descendants
need to be re-aggregated, and when a prefix is withdrawn, its nearest descendants need to be de-
aggregated. The details differ depending on the level of aggregation. We first define a few basic
operations, and then use them to describe the incremental update algorithm for each level.

* update-node(p): when an announcement of prefix p is received, insert the corresponding node if it
does not exist in RIB, otherwise update its next-hop information if necessary. If p was previously
generated by the aggregation process, label it as a real prefix. Let A be p’s nearest ancestor, if
nexthop(A) == nexthop(p), label p as NON-FIB, otherwise IN-FIB.

* re-aggregate(p): For each D of p’s nearest descendants, if nexthop(D) != nexthop(p), label D IN-FIB.
Optionally, if nexthop(D) == nexthop(p), label D NON-FIB, which does not affect forwarding
correctness but reduces the FIB size at the expense of updating more nodes.

* de-aggregate(p): Let A be p’s nearest ancestor. For each D of p’s nearest descendants, if nexthop(D)
!=nexthop(A), label D IN-FIB. Optionally, if nexthop(D) == nexthop(A), label D NON-FIB, which



does not affect forwarding correctness but reduces the FIB size at the expense of updating more
nodes. When A does not exist, its next-hop is considered to be NULL and the aforementioned actions
still hold.

Using the above basic operations, we describe the incremental update algorithm for each level of
aggregation as follows.

Level-1: Upon receiving an announcement of prefix p, update-node(p) and re-aggregate(p). Upon
receiving a withdrawal of prefix p, de-aggregate(p) and remove p from the RIB.

Level-2: Upon receiving an announcement of prefix p, update-node(p) and re-aggregate(p). Upon
receiving withdrawal of prefix p, de-aggregate(p) and remove p. However, if p’s nearest ancestor, A, is a
generated prefix, we also need to de-aggregate(A) and remove A to prevent extra routable space.

Level-3: Upon receiving an announcement of prefix p, update-node(p) and re-aggregate(p). During the re-
aggregation, if any D is a generated prefix and nexthop(D) != nexthop(p), de-aggregate(D) and remove D.
This is needed since in Level-3 aggregation, a generated prefix is not supposed to appear as a descendant
of any real prefix, otherwise the forwarding correctness may not hold. The processing of withdrawals is
the same as in Level-2.

Level-4: The processing of withdrawals is the same as in Level-2. The processing of announcements is
mostly the same as in Level-3, except that the de-aggregation will take place even if a node changes from
a generated prefix to a real prefix with the same next-hop. In Level-4 aggregation, it is possible that a
generated prefix covers another generated prefix. Therefore when a prefix becomes real, its descendants
need to be de-aggregated to make sure that there is no generated prefixes underneath. While in Level-3
aggregation, a generated prefix does not cover another generated prefix.

Il. Evaluation using Public Routing Data

We use publicly available routing tables from tens of networks to evaluate the various FIB aggregation
algorithms for their table size reduction, computing times, and extra routable space. We also use BGP
routing updates to evaluate our incremental update algorithm.

A. Methodology

The publicly available BGP routing tables are taken from route servers (BGP4.net, n.d.) and the route-
views.oregon-ix.net monitor of the RouteViews project (Advanced Network Technology Center at
University of Oregon, n.d.). Although these routing tables contain valid next AS hops, they either do not
have next-hop router information or do not reflect the diversity of next-hops that an operational router
typically has, since the route monitors are not operational routers. Therefore we need to generate realistic
next-hops based on known information. Our guideline of this process is trying to overestimate the number
of next- hops so that the table reduction results reflect the worst-case scenario, and real routers are likely
to have better aggregation ratio.

Routing tables downloaded from route servers contain the i-BGP neighbor address for each prefix.
Assuming intra-domain routing uses a single best path, prefixes that share the same i-BGP neighbor will
share the same next-hop. Thus we use the i-BGP neighbor as the next-hop in evaluations (see Figure 3 for
the relationship between next-hop, i-BGP neighbor and next-AS-hop). This reflects the worst case
scenario since prefixes using different i-BGP neighbors may actually use the same next-hop router in
reality, which will improve aggregation.
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Routing tables downloaded from RouteViews do not even contain i-BGP neighbor addresses — they
contain only the AS path for each prefix. In this case, we use the next-AS-hop for each prefix to
approximate the next-hop router based on the assumption that prefixes sharing the same next-AS-hop are
likely to share the same i-BGP neighbor and thus the same next-hop router. We use tables from route
servers to validate this assumption. For each next-AS-hop, if there is only one i-BGP neighbor, then all
the prefixes using this next-AS-hop share the i-BGP neighbor. If there are multiple i-BGP neighbors, the
one that carries the most prefixes is called “popular,” and we expect that most of the prefixes use the
popular i-BGP neighbors. In our experiments, more than 90% of the prefixes indeed use the most popular
next i-BGP neighbor in all the valid route server tables. Note that approximating next-hop router using
next-AS-hop tends to underestimate the effectiveness of aggregation schemes, since large networks have
hundreds to thousands of neighbor ASes, but the number of real next-hops should be much smaller. For
example, Router A in Figure 3 has two next i-BGP nexthops, but it only has one real next IP hop through
which real traffic needs to go. In this case, if we use i-BGP neighbors as the next hop, then we
underestimate the aggregation capability.

Figure 3: Next-hop, i-BGP neighbor, and next-AS-hop

We verify the forwarding correctness of each aggregated FIB by looking up every original RIB prefix and
its sub prefixes in the FIB, which should give the same next-hop as that in the RIB. All the results from
our FIB aggregation algorithms and incremental update algorithms have been verified to satisfy
forwarding correctness.

The evaluation has been done on a Linux machine with an Intel Core 2 Quad 2.83GHz CPU. The
implementation uses a single thread and the thread is bound to a single core at runtime. The algorithms
are implemented in C and no performance optimization techniques have been attempted. The Patricia trie
implementation is taken from the C source code of Perl’s Net::Patricia module (Net-Patricia Perl Module,
n.d.), which in turn was adapted from MRTD’s (MRTD, n.d.) source code.

We use the public BGP routing tables to do the evaluation because these tables come from a diverse set of
networks, from tier-1 ISPs to small networks. However, in operational networks, there are other types of
routes, such as VPN routes, which can be of a large number too. The FIB aggregation algorithms can be
applied to these other types of routes as well, even though this paper does not evaluate the effectiveness
of doing so. We also obtained forwarding tables from operational routers and validated our results.

B. Table Size Reduction and Overhead
We apply the four levels of aggregation to 36 routing tables archived at RouteViews on Dec. 31, 2008.

Figure 4(a) shows FIB aggregation ratio, i.e., the ratio of the aggregated FIB size over the original FIB
size. The routers are ordered based on aggregation ratio. One can make the following observations:

(1) each level of aggregation can reduce the FIB size more than the previous level, which is expected;

(2) even with the simple Level-1 aggregation, the FIB size can be reduced by 30% to 50%;

(3) Level-4 aggregation can reduce the FIB size by 60% to over 90% with the median around 66% — some
of the tables have almost all the prefixes sharing the same next-hop, leading to very small aggregated
table; and

(4) Level-4A is slightly better than Level-4B, although the difference is almost negligible. The results for
the tables from the route servers are similar.

To evaluate the effectiveness of FIB aggregation over a longer period of time, we apply it to RouteViews
routing tables from 2001 to 2008. For each year, we use all the tables available on Dec. 31, and plot
median aggregation ratio in Figure 4(b). The result shows an overall slightly decreasing trend, suggesting
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that the FIB has become more amenable to aggregation over the years. One possible explanation is that
the increasing practice of prefix splitting due to multi-homing and traffic engineering has made a larger
percentage of FIB entries aggregatable. We plan to further investigate this phenomenon in our future
work.

Figure 4: Ratio between Aggregated FIB size and Routing Table Size

To understand the significance of the table size reduction results, we plot the size of the routing table
from 1994 to 2009 (Figure 5) to translate the size reduction into how many years the clock is turned back
for a router. The data is obtained from bgp.potaroo.net, a site that tracks the growth of the BGP table size.
This figure shows that the FIB size in Nov. 2000 is around 34% of the FIB size on Dec. 31, 2008, which
means that if an ISP uses the Level-4 aggregation algorithm, it will still be able to use routers that were
deployed in late 2000, assuming table size is the limiting factor.

Figure 5: Historical RIB size

Figure 6 shows the computing time for each of the 36 routing tables. The Level-1 to 3 algorithms
typically take tens of milliseconds, while the Level-4 algorithms take at most a few hundreds
milliseconds. However, an operational router has a different CPU from our commodity Linux machine,
and also specialized hardware and software. Thus it is hard to infer a router’s computing time from what
we report here. Nevertheless, the simplicity of the algorithms and the very short computing time suggest
that the computational overhead in an operational router may be small. Moreover, the results can be used
to compare the relative speed between different aggregation algorithms. For example, we can observe that
Level-4B algorithm is more computationally intensive than the Level-4A algorithm since it traverses the
tree one more time.

Note that the full FIB aggregation occurs only when a router initializes its FIB and when the FIB size
reaches a given threshold. For subsequent FIB changes, we use incremental FIB aggregation, which takes
microseconds of CPU time per update (see the following subsection). In addition, FIB aggregation does
not affect the routing plane, which exchanges routing messages as normal to propagate routing changes.
In summary, FIB aggregation has little impact on routing convergence.

Figure 7 shows the amount of extra routable space measured by the number of equivalent /8 prefixes.
Since Level-1 and 2 algorithms do not introduce any extra routable space, they are not included in the
figure. To avoid introducing a large amount of extra routable space, we do not aggregate short prefixes.
The exact threshold on the prefix length is a tradeoff between aggregation ratio and extra routable space
size. We find that the prefix length /15 represents a good trade-off, i.e., aggregating prefixes shorter than
/15 will only reduce the table size marginally but will introduce a lot of extra routable space. The result
presented in Figure 7 caps the aggregation at /15. Level-3 algorithm introduces less extra routable space
than Level-4 algorithms, while Level-4B algorithm has more extra routable space than the Level-4A
algorithm. This is mainly because the 4B algorithm aggregates prefixes from top to bottom, which
introduces much shorter prefixes than the 4A algorithm.

Figure 6: Computing Time (RouteViews Tables)
Figure 7: Extra Routable Address Space (RouteViews Tables)
C. Routing Update Handling

To evaluate the incremental update algorithm, we use one month (December 2008) of BGP updates
collected by Route-Views from a peer router at a large ISP (Level-3 Communications). There are totally
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7,254,478 routing updates during this month, and we make sure there is no BGP session reset or table
transfer in that month.

The processing time is obtained for RIB update and FIB update separately. The results are summarized in
Table 1. We make the following observations: (a) the RIB processing time per routing update increases
from 0.6pus without aggregation to 0.62us for Level-1 aggregation (3.3% increase) and 0.64us for Level-
4A aggregation (6.7% increase). The increase is due to the need to update more than one node in the RIB
tree, but the small increase suggests that the extra overhead for updating the RIB is minimal; (b) the total
FIB processing time (5th column) decreases by 5% (Level-1) to 7% (Level-4A), despite a slight increase
in the total number of affected prefix nodes (7th column). This is because each prefix takes less time to
update in an aggregated FIB, leading to a lower total FIB processing time. The lower FIB update time per
prefix is likely due to the small FIB size after aggregation, which means faster prefix lookup. In
summary, FIB aggregation can reduce both the FIB size and FIB update time, with minimal extra RIB
processing time.

Among all the updates, 2,914,020 of them cause changes to unaggregated FIB, i.e., an insertion, removal,
or a change to the next-hop of a FIB entry. Note that there can be fewer routing updates that cause
changes to an aggregated FIB than the unaggregated FIB (see the 4th column of Table 1). For example,
the aggregated FIB from Level-4A algorithm has 16,636 fewer updates than the unaggregated FIB. This
is due to two reasons. First, some of the route withdrawals are for prefixes already removed from the FIB
by the aggregation. Second, the update algorithm minimizes the number of FIB updates at the cost of
slightly increased FIB size.

Algorithms | Total RIB | Avg. RIB | Total FIB | Total FIB | Avg. FIB | Total No.
Proc. Proc. Updates Proc. Proc. Affected Prefixes
Time(s) Time(us) Time(s) Time(ps) | Prefixes in | Affected
FIB Per FIB
Update
Un- 4.37 0.60 2914020 2.58 0.89 2914020 1.000
aggregated
FIB
Level-1 4.47 0.62 2904623 2.45 0.84 2921339 1.006
Aggregation
Level-2 4.51 0.62 2901197 2.44 0.84 2933968 1.011
Aggregation
Level-3 4.64 0.64 2900302 2.42 0.83 2940223 1.014
Aggregation
Level-4A 4.67 0.64 2897384 2.40 0.82 2941992 1.015
Aggregation
Level-4B 6.41 0.88 2913988 2.61 0.77 3388764 1.162
Aggregation

TABLE 1 PROCESSING ROUTING UPDATES IN DECEMBER 2008

Since the update handling algorithm trades off the FIB size for fewer changes, the FIB needs to be re-
aggregated when its size reaches a certain threshold. To estimate how frequently the re-aggregation will
be triggered, we measure the growth of the FIB size as our algorithm handles the BGP updates during the
month of Dec. 2008 (see Figure 8). The Level-4A aggregated FIB has 104,691 entries on Dec. 1, 2008
(39.2% of the full table size). If the threshold for re-aggregation is set to 150,000 entries (about 55% of
the full routing table size), the FIB would be re-aggregated four days later on Dec. 6, 2008. Considering
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that each full aggregation takes at most a few hundred milliseconds on our commodity PC (perhaps a little
longer on a router), incurring this overhead every few days or so should not be a concern for an ISP.
Figure 9 confirms that with 150,000 as the threshold re-aggregation indeed happens every few days, for a
total number of seven times within this month.

Figure 8: FIB size after applying Level-4A aggregation algorithm initially and incremental update
handling algorithm subsequently

Figure 9: FIB size with periodic re-aggregation
lll. VALIDATION USING TIER-1 ISP DATA

We obtained three real routing tables located in Washington DC, San Jose, and London from a Tier-1 ISP.
Each entry of the tables contains prefix, IP next hop and i-BGP next hop information. In practice, FIB
aggregation would be performed using the IP next hop. Our earlier evaluation used the next AS hop,
which leads to the same aggregation result as the i-BGP next hop in most cases (except when one i-BGP
router connects to multiple ASes, in which case our previous method underestimates the real aggregation
ratio). We extracted the FIB interface, IP next hop and i-BGP next hop for each prefix and applied Level-
1 to Level-4, and ORTC aggregation to them. We found that ORTC’s aggregation ratio is better than the
Level-1, Level-2 and Level-3 algorithms, but the Level-4 algorithms are better than ORTC as they relax
the requirement of forwarding correctness (they maintain weak forwarding correctness while ORTC
maintain strong forwarding correctness). We also observed that using the i-BGP next-hop gives us very
similar results as using the IP next-hop. In other words, our previous evaluation methodology
approximates the real results as shown in Table 2.

1-BGP Next Level-1 Level-2 Level-3 Level-4A Level-4B ORTC
Hop

DC 0.719228  0.519882 0.476118 0.374610 0.401953 0.433
London 0.721911 0.523878 0.486066 0.402052 0.425912 0.438
San Jose 0.718275 0.520853 0.478093 0.379982 0.407395 0.436
IP Next Hop

DC 0.686776  0.483562 0.437743 0.328502 0.369141 0.3933
London 0.643844  0.432734 0.379517 0.265814 0.306588 0.3438
San Jose 0.696720  0.494847 0.453795 0.350122 0.390677 0.4073

Table 2 Different Aggregation Ratios

We also configured simple virtual aggregation (S-VA) in the forwarding table and obtained the
aggregation ratios for i-BGP Next Hops. The aggregation ratios of DC, London and San Jose for S-VA
are 78%, 78% and 79%, respectively. We found that it would have better aggregation ratios if we
combine S-VA with our Level-1 and Level-2 aggregation algorithms. The aggregation ratios for S-VA
combined with Level-1 are 59%, 59% and 60%, better than individual S-VA or Level-1 shown in the
table above. The aggregation ratios for S-VA combined with Level-2 are 44%, 45% and 45%, better than
the individual S-VA or Level-2 shown in the table above.

IV. Extra Routable Space: Potential Impact and Control

The difference between weak and strong forwarding correctness is that the former (e.g., Level-3 and 4
aggregations) introduces new prefixes that cover previously non-routable space, therefore some
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previously non-routable traffic (which would have been dropped by this router) will be forwarded. The
impact of extra routable space introduced by weak forwarding correctness depends on how much traffic is
destined to that address space. In normal operational conditions, the volume of such traffic should be
negligible. However, malicious traffic such as port scanning can have non-routable destinations and in
certain cases it may become noticeable. Eventually these packets will be dropped, either because they
arrive at a router that does not have a route for these packets, or because the packets’ time-to-live expires,
but they will consume bandwidth during transit. We have conducted simulation to evaluate these potential
problems. More specifically, we evaluate how far a packet with a non-routable destination address can
travel if all non-stub ASes deploy Level-4 aggregation and how often loops form for these data packets.
Our evaluation shows that, if deployed with our recommended settings, the Level-4 algorithm results in
only a limited number of loops.

We evaluated the Extra Routable Space impact for the Internet traffic in the following steps:

1. Obtain AS topology map: In the simulation, we used real AS topology downloaded from UCLA
CS website on 01/01/2010 and there are 38,675 ASes in which 6,250 are non-stub ASes.

2. Compute all shortest paths: Based on the ASes and their BGP relationships (customer-to-
provider, provider-to-customer, peer-to-peer), we calculated the shortest path between any two
ASes using the BGP policy. For example, routes from customers will be preferred, the next are
from peers and the last are from providers, because sending traffic to customers can generate
revenue for the ISP, sending traffic to peers is usually free of cost as long as the traffic type and
volume conform to the peering agreement, and sending traffic to providers usually costs money.

3. Extract AS-level routing tables: We obtain the AS-level routing tables for all ASes. For example,
suppose A B C is a shortest path from A to C via B. Then one entry in the routing table of A is
(C, B), where C is the destination AS and B is the next hop AS for A. This way, we can build the
AS-level routing table for A. We apply the same rule to other ASes and obtain all AS-level
routing tables.

4. Obtain prefix-level routing tables: We also collected the prefixes for each AS according to the
origin information in BGP messages on the same day. In other words, one AS can originate
multiple prefixes. Then an AS-level routing table can be converted to a prefix-level routing table.
For example, suppose AS C originates prefix P1 and P2, then AS A’s AS-level routing table entry
(C, B) can be converted to two prefix-level routing table entries: (P1, B) and (P2, B), which
means any IP addresses falling in prefix range P1 and P2 will use AS B as the next hop. We apply
the same rule to other ASes and obtain all prefix-level routing tables.

5. Apply FIB aggregation algorithms: We ran Level-2 aggregation on the stub ASes because most of
them only have one or two outgoing next hops and thus can be highly aggregated. This Level-2
aggregation will not generate any extra routable space. Then we ran Level-4 aggregation on those
non-stub networks.

6. Find all extra routable space (ERS) prefixes: After applying Level-4 aggregation on the non-stub
networks, the aggregation will generate extra routable space. Through the comparison between an
original routing table and an aggregated routing table in a binary tree, we can find out the prefixes
that represent extra routable space. We call these prefixes ERS prefixes.

7. Compute the Next Hop Table for all ERS prefixes after aggregation: The ERS prefixes may result
in extra routable space for multiple aggregated routing tables, so for each ERS prefix, we
compute the next hop AS on all ASes based on their aggregated routing tables. We apply the
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same rule for all ERS prefixes, and obtain a matrix table. The column fields are ERS prefixes and
the row fields are next hop ASes. From this table, one prefix can easily start from one AS to find
the next hop AS, and then jump to the corresponding next hop AS and find out the next AS. The
process will end up with either a destination AS (the next hop AS is itself) or a loop.

8. Compute the Hop Count Table: As the previous step described, one prefix can obtain its hop
count from a starting AS to a destination AS. If there a loop, then the loop count is infinity and
the destination AS is the last visited AS in the loop.

9. Find out all loops: We can traverse the Hop Count Table to find out all the prefix-AS pairs that
end up in a loop.

From all the aggregated routing tables, we found a total of 260,120 ERS prefixes, of which 24,024
introduce loops among 38,675 ASes. The total number of loops for all the prefixes and ASes in the
experiment is 136,641,340. Given there are 10,060,141,000 combinations of ASes and prefixes, our
results indicate that only 1.36% of them will have loops due the Level-4 aggregation with weak
forwarding correctness. Here we are assuming that all the non-stub ASes apply Level-4 aggregation
technique, the actual percentage of loops will be much less than 1.36% if not all non-stub networks do
Level-4 aggregation. Moreover, we are assuming that all the ERS prefixes have traffic destined to them,
which should be rare under normal network conditions.

Note that it is possible to limit the size of extra routable space. For example, one can disallow aggregation
for prefixes whose lengths are shorter than a threshold. We found that the best tradeoff between table size
reduction and extra routable space size is achieved when the aggregation stops at the prefix length of 15.
Furthermore, null-routed prefixes can be inserted to remove the extra routable space. In general, network
operators can choose the level of aggregation that is the best fit to their networks based on the tradeoff
among table size reduction, computation time and extra routable space.

FUTURE RESEARCH DIRECTIONS

We plan to continue our research on FIB aggregation in the following areas. First of all, we plan to apply
our aggregation algorithms on more global routing tables and obtain their aggregation ratios. Currently,
we use routing tables and updates mainly from the RouteViews project and they are only e-BGP data. We
plan to collect real and diverse data including both i-BGP and e-BGP data from ISPs to verify our results.
Secondly, we are going to investigate the concerns from router venders about the integration of FIB
aggregation to existing router operating systems. For example, most router operating systems recursively
resolve next hops of prefixes in the routing tables or forwarding tables; some routing tables (and
forwarding tables) utilize multiple paths to forward traffic. Based on these concerns, we need to improve
our algorithms to make them more feasible for practical use. Thirdly, we are going to implement them on
a software-based router and finally work with router vendors to implement them on real hardware routers
to evaluate the memory savings and computational overhead.

CONCLUSION

We have presented an in-depth analysis of FIB aggregation and the results suggest that it is a viable short-
term solution to the problem of growing FIB table size. Our aggregation algorithms reduces the FIB size
by as much as 70% and requires no hardware changes or network-wide software/configuration changes,
thus reducing the need for ISP router upgrades in the short term. During this time, the research
community and the industry can design and deploy long-term solutions to reduce both the routing table
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and the FIB table. Moreover, FIB aggregation can co-exist with any long-term solution to further reduce
ISPs’ operational costs.
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KEY TERMS AND DEFINITIONS

RIB: Routing Information Base

FIB: Forwarding Information Base

FIB Aggregation: Merge multiple FIB entries into one

Strong Forwarding Correctness: The longest-match lookup of any destination address should end up with
the same next-hop before and after the aggregation

Weak Forwarding Correctness: For destination addresses that have non-NULL next-hops before the
aggregation, longest-match lookup should end up with the same next-hop after the aggregation

Extra Routable Space: the non-routable space introduced by weak forwarding

FIB Update Handling: handle updates on the aggregated FIB



